EQUIPMENT LIST "A*
A. Equipment to be Furnished by the Adminstration _ EQUIPMENT LIST *C"
PROJECT DESCRIPTION Item No. Item Code Quant ity Description C. Equipment to Remove and Discard
971017 | EA Elght Phase (fully Actuated) Controller and
NEMA Size 6 Cabinet - Base Mount NONE
973023 64 SF Sheet Aluminum Signs
PROJECT DESCRIPTION 900000 | EA Video Interface Equipment (I to 4 Cameras)
THIS PROJECT INVOLVES THE INSTALLATION OF A NEW TRAFFIC SIGNAL AT THE
WESTBOUND MD 32 RAMP/DORSEY RUN ROAD INTERSECTION IN HOWARD COUNTY. EQUIPMENT LIST B!
MD 32 IS ASSUMED TO RUN IN AN EAST-WEST DIRECTION. DORSEY RUN IS . : -
ASSUMED TO RUN IN A NORTH/SOUTH DIRECTION. B. Equipment to be Furnished and/or installed by the Contractor
It+em No. : s
INTERSECTION OPERATION Item Code Quantity Desor iption
{00l 100000 3 EA Malntenance of Traffic .
THE INTERSECTION SHALL OPERATE IN A NEMA FOUR-PHASE, FULL-TRAFFIC ACTUATED 6004 655104 290 SF 4 inch Concrete Sidewalk EQUIPMENT LIST "D
MODE, WITH THE DORSEY RUN ROAD APPROACHES RUNNING CONCURRENTLY. 8006860000860 tF—F &t FisciTfoat Cabte—t Conductor o t76—ANE—
oY TIIIYY 4360+ F &t BareCopper—Ground#ire—{(Nor4+—ANG— D. Equipment that is to be returned to the Administration
EXCLUSIVE LEFT-TURN PHASING SHALL BE PROVIDED FOR NORTHBOUND DORSEY RUN 800 800000 | 1.5 CY F & | Concrete for Signal Foundation
ROAD. 8013 800000 | EA F & | Pedestal Pole Any Size - 14 Foot
802 80l1106 32 LF F & | Wood Sign Support 4 Inch x 6 Inch NONE
THE SIGNAL SHALL BE INTERCONNECTED TO THE EASTBOUND MD32/DORSEY RUN 8022 80250 550 LF F & | No.6 AWG Stranded Bare Copper Ground Wire
ROAD INTERSECTION TO THE SOUTH, AND THE DORSEY RUN/GUILFORD ROAD 8024 8050l 20 LF F & | | Inch Electrical Condult - Galvanized Sleeve
SIGNALIZED INTERSECTION TO THE NORTH. 803 805135 230 LF F & | 3 Inch Schedule 80 RIigid PVC Condult - Trenched
8032 805140 520 LF 2204k F & | 4 Inch Schedule 80 Rigid PVC Condult - Trenched
8035 805155 350 LF 686—+F F & | 4 Inch Schedule 80 Rigid PVC Condult - Siotted
CONTROLLER REQUIREMENTS -8038- 7771 807400 , | EA -F_& } Etectrical-UtiHty Service Equipment 1207240 Volts 60--AMPS-1 = o,
INSTALL A FULL TRAFFIC-ACTUATED, EIGHT-PHASE CONTROLLER AND ASSOCIATED ggj‘s g:gggg — fZ_EEAA_ F & | Microloop Probe, 500 FT lead In Cable
EQUIPMENT IN A NEMA '6* BASE MOUNTED CABINET. THE PRESENCE AND SAMPLING A - F & | Electrical Handhole _ .,
DETECTION REGIONS SHALL BE MONITORED/ACTUATED WITH VIDEO-DETECTION 80471 81301 26 S Install Ground Mounted sign | | EQUIPMENT LIST *B* - CONTINUED
CAMERAS, AND THE ADVANCED DETECTION REGIONS SHALL BE MONITORED/ 8048 8'30'(;55 38 iF Install Overhead Signs : _ o
ACTUATED WITH MICRO-LOOP PROBE DETECTORS, EXCEPT FOR THE NORTHBOUND Soae oo i F &1 Video Detectlon Camera . o B. Equipment to be Furnished and/cr installed by the Contractor
DORSEY RUN ROAD APPROACH WHICH SH MO f | 4 o
DORSEY. ALL BE MONITORED WITH A VIDEO DETECTOR 802 816010 3 EA % | 500’ Video Cable 1o Comtroilor Item No. Item Code Quant ity Description
8059 818050 | EA F & | Steel Pole with a Twin 50’ And 60’ Mast Arm
806l 822001 I EA F & | Steel Pole with a Single 70’ Mast Arm RO 7% 800000 40 IF F & | Electrical Cable = | Conductor (No.4 AWG)
8064 831010 2 EA F & | 250 Watt H.P.S.Lamp & Luminaire Rectangular BO 2.7, 800000 20 LF F & | Bare Copper Ground Wire (No.6& AWG)
8069 83700l S EA F & | Ground Rod - %" Diameter x 10 Foot Length BO37 807202 1 EA F & | Metered Service Pedestal
807I 860272 30 EA F & | 12 Inch Vehlcular Trafflc Signal Head Section
8074 860292 3 EA Cut, Clean, Galvanize and Cap Trafflc Signal Structure
8079 8eoll0T 1500 LF F & | Electrical Cable - 5 Conductor (No.|4 AWG)
808l 86116 390 LF F & | Electrical Cable - 2 Conductor (No.!2 AWG) Tray Cable
8083 862102 70 LF F & | Saw Cut for Slgnal {Loop Detector)
8085 866103 2 EA F & | |5 Foot Bracket Arm for Signal Structure
8090 871202 | EA Install Controller and Cablnet-Base Mount
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